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RETAINED GAS INVENTORY COMPARISON 

SUMMARY 

Gas volume data derived from four different analytical methods were collected and analyzed for 
comparison to volumes originally used in the technical basis for the Basis for Interim Operations 
(BIO). The original volumes came from Hodgson (1996). Hodgson (1996) screened all 177 
single and double-shell tanks for the presence of trapped gas in the waste via two analytical 
methods. One method was Surface Level Rise (SLR), which calculates the volume of gas stored 
in the waste based on observed net changes in surface level, while the second was the Barometric 
Pressure Effect (BPE), which calculates stored gas volumes based on the magnitude of changes 
in measured surface level due to changes in atmospheric pressure. 

More recent gas volume projections have been calculated using different analytical techniques 
along with updates to the parameters used as input to the SLR and BPE models described above. 
Gas volumes derived from new analytical instruments include those as measured by the Void 
Fraction lnstrument (VFI) and Retained Gas Sampler (RGS). 

The results of this comparison demonstrate that the original retained gas volumes of Hodgson 
(1 996) used as a technical basis in developing the BIO were suitable, and were conservative from 
a safety analysis standpoint. 

These results represent only comparisons to the original reported volumes using the limited set of 
newly acquired data that is available. 

PURPOSE 

The purpose of this comparison study is to determine whether the retained gas volumes originally 
used in the BIO are significantly different than those estimated from recent data. The methods 
used for comparison of the reported gas volumes are also discussed. 

INTRODUCTION 

This document compares gas volume data derived from four different analytical methods to 
volumes originally used in the technical basis of the Justification for Continued Operation (JCO) 
(flammable gas safety controls implementation document). The JCO is found as Appendix E of 
the BIO (Leach, 1997). This document serves as a statement of the applicability of the original 
gas volumes used in the BIO. 
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The original retained gas volume estimates used as the technical basis came from Hodgson 
(1 996). Hodgson (1996) screened all 177 single and double-shell tanks for the presence of 
trapped gas in the waste via two analytical methods. One method was the SLR, which calculates 
the volume of gas stored in the waste based on observed net changes in surface level, while the 
second method was the BPE, which calculates stored gas volumes based on the magnitude of 
changes in measured surface level due to changes in atmospheric pressure (dl/dp). Hodgson 
(1 996) utilized these methods to screen tanks that would likely cause their associated headspace 
flammable gas concentrations to exceed 25% of the lower flammability limit (LFL) if a 
significant fraction of their gas inventories was released from the waste. 

Since Hodgson (1 996) was published, different estimates of retained gas volumes have become 
available from new analytical techniques along with updates to the parameters used as input to 
the SLR and BPE models. The updates utilize more recent data, which are often considered to be 
of higher quality. Additionally, reevaluations were performed correcting discrepancies in the 
original evaluations. 

Gas volumes derived from new analytical instruments include those as measured by the VFI and 
RGS. These measurements are available for a limited number of tanks, but have the advantage 
of directly measuring the tank waste conditions present at the time of the measurement or 
sampling event. 

The VFI is designed to measure the volume fraction of free gas at specific locations in a tank. It 
is deployed directly into the waste to a desired elevation through a tank dome riser. The VFI is 
lowered through the waste with an open sampling chamber, allowing undisturbed waste to fill the 
chamber. The sampling chamber is located at the end of a horizontal arm (the arm is vertically 
positioned when deployed through the tank riser). At the measurement location, the sampling 
chamber cover is closed to capture a sample. The waste is then compressed in the sampling 
chamber using nitrogen gas through a connecting line. The void fraction is then calculated from 
the measured initial and final pressures along with known system temperatures and volumes 
(Stewart, 1996). The instrument is capable of providing multiple void measurements in the 
waste at a particular elevation due to the fact that the horizontal arm can be rotated in a circular 
manner about the riser centerline in the waste. These measured void fractions are then averaged 
and used to calculate a stored gas volume for a region of waste in the tank; thereby the entire tank 
gas inventory can be derived. 

The RGS is a modified segment from a core sample. During a core sampling effort, specific 
segments are selected for RGS sampling based on desired locations in the waste. When the 
segment containing the sampler is deployed to the applicable location in the waste, a valve is 
opened that allows waste to be collected by the RGS. The valve is then closed, creating a gas- 
tight seal to the RGS. After the RGS core segment is retrieved, the sampler is subjected to 
X-rays to estimate the void fraction at the sample elevation. The off gasses from the waste are 
drawn from the RGS for analysis by vacuum. As was done for the VFI, the void fractions are 
then integrated over the entire tank contents to derive a total gas volume inventory for the tank 
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In addition to the VFI and RGS data that have become available since the issuance of the BIO, a 
revised BPE model has been developed and additional high quality tank data have been obtained. 
As better waste level data became available, it was found that the original ideal gas law model 
was not adequate to describe the waste behavior in some of the tanks. In particular, comparisons 
of tank waste level data with atmospheric pressure did not show simple linear behavior as would 
be predicted by the gas law model. Whitney (1997) developed a refined model utilizing surface 
level data from tanks with ENRAF’ level gauges connected to the Tank Monitoring and Control 
System (TMACS) data acquisition system. This refined model estimates dlidp based on a “linear 
parallelogram estimation” method (BPE 11) and is considered to be more accurate than the gas 
law model; the tank data used as inputs to the model are of higher quality because of more 
frequent and precise instrumentation measurements. 

Whitney (1  997) published new dl/dp estimates for 52 tanks. The median values from these new 
cstimates were analyzed using the same methodology (Hopkins, 1996) employed in 
Hodgson (1 996) to calculate retained gas volumes. These new BPE I1 gas volumes have been 
included in this document for comparison to the previously reported retained gas volumes 
(Hodgson. 1996). 

METHODOLOGY 

The first step taken was the collection of the original data from Hodgson (1996) used as the 
technical basis for the JCO. This was obtained from an electronic spreadsheet summary file 
maintained by Tank Waste Remediation System (TWRS) Process Engineering that tracks the 
inputs and results of each tank’s flammable gas evaluation as reported in Hodgson (1 996). 
Specific data extracted included the volume of trapped gas in the waste from both evaluation 
methods: the SLR and BPE models. 

Hodgson (1  996) initially screened all 177 tanks for the presence of trapped gas based upon a 
tank’s current surface level and several enabling assumptions. It is considered to be very 
conservative. The screening evaluated the tanks assuming they had the gas generating 
characteristics oftank 241-SY-101. All tanks were evaluated on a pasdfail basis whether the 
potential cxisted to exceed 25 YO of the LFL of the vapor space. This “quick screen” removed 55 
tanks from the SLR and BPE evaluation. However, 3 tanks out of the 55 were still evaluated, 
and their results included in the original gas volume inventory. The remaining 122 tanks were 
then screened for applicability to the BPE model by analyzing their surface level histories for 
correlations with atmospheric pressure swings. If a tank was found to have a correlation with 
atmospheric pressure, then the BPE model evaluation was performed. All of the 122 tanks that 
did not pass the quick screen were evaluated for gas volumes based on the SLR model. 

( h e  parameter that has been identified as a possible indicator of trapped gas is an increase in the 
waste surface level. A surface level rise can result from other factors besides trapped gas (for 

’ rrademark of the ENRAF-NONIUS B V Corporation 
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example, rainwater intrusion), but the Hodgson (1 996) evaluation assumed it resulted from 
trapped gas. These rises in surface level are used to estimate the volume of retained gas via the 
calculations contained in the SLR model. 

The SLR model assumes that the rate of change in waste surface level is a result of gas 
accumulation in addition to liquid evaporation, waste addition, leakage, density changes, and 
waste surface structural changes (subsidence). It does not require exceptionally accurate or 
frequent level measurements or any knowledge about the vertical distribution of gas to estimate 
the retained gas volume. The minimum number of waste level measurements needed to 
qualitatively assess the presence of retained gas are approximately six to twelve values over a 
period of six to twelve months. However, it is subject to the uncertainties associated with water 
evaporation or condensation, waste transfers to or from the tank, and structural changes in the 
waste surface (Meyer, 1997). 

In practice, the SLR model can be used to 1) identify the probability that a tank is accumulating 
gas and 2) in limited cases to provide estimates of the quantity of gas retained in the waste. 
In the second case applying the concept can be challenging because of the long time period, 
potential correction terms, etc. As a result, SLR is best used as a qualitative indicator of trapped 
gas. 

Since the time ofthe original evaluations, tanks have been reevaluated using the methodology 
bund in Hopkins ( 1  996) for trapped gas volumes. Reasons for this include: 

Newinlore data hecanie available 
Tank specific parameters that were input into either of the models changed 

* Errors were found in the original evaluations 
Certain evaluations did not account for evaporation of the tank waste 
The tanks that had passed the quick screen were subsequently evaluated using the SLR 
and BPE 

ranks that were reevaluated are included in this report for comparison to the retained gas 
volumes found in Hodgson (1996). The criteria used in selecting the tanks included that a tank 
had to have a BPE reevaluation performed. However, if a reevaluated tank also had additional 
retained gas volume estimate data, either directly (VFI or RGS) measured or derived from the 
BPE 11 model, its’ reevaluated volumes were also included in Table 1 for comparison. The 
results from reevaluating the tanks reside within the TWRS Process Engineering electronic 
spreadsheet summary file (see Appendix for a table of data inputs and evaluation results adapted 
lkom the spreadsheet summary file), with the exception of tanks 241-BY-109,241-T-I 10, and 
241-BY-103, which are found as Revision IA, IB, and 1C to Hodgson (1996) respectively (these 
revisions were used to facilitate changing the flammable gas facility group designations for these 
tanks from Facility Group 2 to Facility Group 3). Eight tanks that were reevaluated had 
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originally passed the quick screen evaluation. Their results are included in this report for 
comparison to retained gas volume estimates derived using the BPE I1 model. The retained gas 
volume estimates obtained from the reevaluations are referred to in this document together as 
“Reevaluations”. 

VFI and RGS data were also collected for comparison. As mentioned earlier, the data derived 
from these methods offer the advantage of being directly measured in the waste, but the number 
of tanks analyzed are limited. 

The source for the VFI derived total gas volumes is Stewart (1 996) for the non-convective and 
convective layers, and Meyer (1997) for the crust layer volume. These VFI volumes apply to 
double-shell tanks (DSTs) 241 -AN-I 03,241-AN-1 04,241-AN-l05,241-AW-I 01,241-SY-101, 
and 241-SY-103. 

The source for the RGS derived total gas volumes pertaining to DSTs is Shekarriz (1997). For 
tanks 24l-AN-104,241-AN-105, and 241-AW-101, the total volumes are summed from RGS 
data for the non-convective and convective layers, and Meyer (1997) provides the crust layer gas 
volumes. RGS data for single shell tanks were taken from Mahoney (1 997) for tanks 
241-BY-109,241-S-106 and 241-U-103 and from Shekarriz (1997) for tank 241-A-101. 

‘Total gas volume estimates were also obtained from Meyer (1997) for comparison. Meyer 
(1 997) summarized available gas volume data and refined the models used in the prior 
documents (Stewart, 1996 and Shekarriz, 1997) for DSTs. Meyer reported gas volumes for tanks 

data were used in combination with VFI data to determine gas volumes for all of these tanks with 
the exception oftank 241-SY-101 and tank 241-SY-103, which only have VFI data associated 
with them. 

241 -AN-] 03,241 -AN-104,241-AN-lO5,241-AW-l01,24l -SY-I 01 and 241 -SY-103. RGS 

The last source of data used in the comparison was that from the BPE I1 model published by 
Whitney (1 997) for 52 tanks. The BPE I1 model can be used at any time without existing 
knowledge of the retained gas volume. It requires sensitive and frequent waste surface level 
measurements over some period of time to determine the retained gas volume accurately. 

In either of the BPE evaluations, it is important to understand the precision of repeated 
measurements, The precisionhepeatability of the measuring device determines the minimum 
sensitivity in detecting and the standard deviation in estimating retained gas volumes using the 
RPE method. The various level measuring devices in use at Hanford do not have the same 
precision. The ENRAF gauge used exclusively in the BPE I1 model has a higher accuracy and 
associated repeatability than other level measuring instruments that were used in the original 
BPE modcl. Iligh-frequency high-resolution surface level data provide the information needed 

5 



HNF-3296, Rev. 0 

to perform the revised evaluation. The precision afforded by the ENRAF gauge is clearly 
required for reasonably accurate BPE retained gas volume estimations (Meyer, 1997). 

Median dl/dp values from Whitney (1997) using the BPE I1 model were input into the same 
spreadsheet from Hopkins (1 996) to calculate retained gas volumes for comparison to what 
Hodgson (1996) reported. Because of more recent, frequent and precise instrumentation 
measurements, the BPE I1 model is considered to be more accurate than the original BPE model. 
Retained gas volumes derived using median dlidp values from the BPE I1 model provide a “best 
estimate”. These estimates are most accurate for tanks that have a moderately large volume of 
waste with a liquid waste surface at the region of level measurement, along with the condition of 
not having a multitude of suspended equipment penetrating the waste (Meyer, 1997). No formal 
attempt was made to screen the tanks (in this manner for applicability) that Whitney (1 997) 
published dl/dp estimates for. It is believed that the dlidp values yielded retained gas volume 
estimates that are sufficiently valid within the uncertainties discussed in the Results section. 

It should be emphasized that data from the direct sampling tools (RGS and VFI) and volumes 
derived using median dl/dp values from the BPE I1 model provide retained gas volume estimates, 
while Hodgson (1  996) was developed to provide bounding cases per the approved methodology 
at that time (Hopkins, 1996). 

Qualitative comparisons between tanks are discussed in the following results section for those 
that have more than one type of gas volume estimate. 

RESULTS 

Table 1 lists 65 tanks which have new retained gas volume estimates available for comparison. 
The two columns labeled Hodgson (1 996) represent gas volumes that were used for the technical 
basis of the BIO. 

Perhaps the most instructive way to look at these data is to ask, “Would the new data indicate a 
change to a more restrictive Facility Group classification for a tank?” With the exception of tank 
24 1 -AX-1 01, none of the changes identified in Table 1 would result in a change from “pass” to 
“fail” in the outcome of the evaluation found in Hodgson (1996). Thus, since the Facility Group 
classification is largely based on Hodgson (1996) no change to a more restrictive Facility Group 
would result. Conversely, re-assessment of the data has resulted in changing tanks 241-T-1 IO,  
241-BY-103, and 241-BY-109 from Facility Group 2 to Facility Group 3. Tank 241-AX-IO1 
has an Unreviewed Safety Question (USQ) declared against it based on preliminary results of 
KGS sampling (Barker, 1998). This tank has been reevaluated to have an gas inventory such that 
the result in Hodgson (1996) will change from “pass” to “fail” when it is revised. 

When the work documented in Hodgson (1996) was performed, the result which gave the largest 
retained gas estimate controlled the outcome of the evaluation. Inspection of Table 1 shows that 
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the methods often give widely different results for the same tank. This highlights the need to 
carefully reconcile the information about a tank and use multiple methods to assure that the 
analysis results in a “best estimate”of gas volumes. 

All the methods for measuring volume of gas retained in a tank have significant uncertainty 
associated with them. Although two or three digits are reported, gas volumes are rarely measured 
more accurately than the nearest 25 cubic meters. Thus, when comparing inventory estimates, 
variations of this magnitude are not significant. 

rable 1 Retained Gas Volume Inventory Comparisons ( 3  Sheets) 
I 

RGS BPE I1 

972 1 Y7 1 97’ 1lMediandlidl 
UPE 1 %ewm Meyer Mahoney Shekmlz Whitney97 

Hodgson 1 Reevaluations 1 
(1996) (Appendix) 

rank 1 5urface 
241-1 Level Rise 

Surface 
I eve1 Rise 

%-in1 2 7x2 302 

4N-I03  954 854 464 1 380 2x I Y27 

4N 104 1127 527 21T4 453 247 236 229 344 

2N-105 1318 695 I096 481 1x4 189 1 1x0  367 

\W-IO1 397 400 209 I 141 

\ W  103 33  99 33 99 

\ W  104 219 231 211 273 

1x101 UDL 60 340‘. 

IX 101* I 0 5  4 

X-IO2’ 7x BDI 

IX 101‘ I41 RI)I 

IX-104 71 81 61 X I  32 

X IOh* 44 RDI 

JX 107 Y 190 60 

X IOX‘ 17 BDL 

1X 109 UDL BDI 

1X1111 42 50 61 

1X-Ill 31 HOL 

< X - l I Z  Y 63 45 63 BDL 
1Y 103 UDL 106 RI)l  UOL 

I26 

i y i n y  HDL 121 IWL 50 I 40 

< -101 ’35 RIM IWL 

(-107 HDI 15 BLN I 5  Y 

\-IO1 265 336 208 

\ IOh 672 808 230 698 

5 107 570 136 86 
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Table 1. Retained Gas Volume Inventory Cornpalsons (3 Sheets) 

$-I I I 

ss-I01 
hS-103 

SX-106 

SY-I01 

SY-103 

245 570 

729 140 

1147 850 

650 349 

1546 1021 

316 227 

BDI. 140 

173 849 

299 I 354 

218 

I76 
1-102' 

r 107 54 74 24 72 

I l l 0  82 5R I 

1 - 1 1 1  4 1 1 3  29 8 

r x - i n i  123 ' 
rx 102 9 204 

IS-103 43 I02 

IX-104 91 

I S  105 BDI BDI 

IS-106 4 

I S 1 0 7  BDI 4 

rs 108 BDL 

I S-1 OY BDL UDL 

IS-l 10 BDI 

rs 1 1 1  73 179 

r s 1 1 2  167 S I I  

'%I13 66 242 

S-I14 42 

S l l S  140 297 

S-116 BDL 

X-117 BDL 

%I18 BDL 71 

Y 101 9 16 
Y 102 26 72 

Y-103 BDI BDL 34 BDL 

Y 104' 57 

Y IUS 64 5 1  

Y IO6' I56 

I I  103 177 377 174 369 

181 

I 6 0  

, 

I 420 

562 

340 

i 
UDL 

32 

BDL 

I72 

62 

BUL 

BDL 

BDL 

BDL 

BDI 

BDL 

BDI 

BDL 

I3DL 

HUL 

BUL 

BDI 

BDI 

BDL 

BDL 

I1I)L 

4 

BDI 

ED1 

5 

BDL 

359 
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Table 1 Retained Gas Volume Inventory Comparisons (3 Sheets) 

I1 IO5 732 135 

IJ IO6 137 78 46 36 

11-107 I12 235 

BDL = Below detection limit 
* Parsed the quick screen described in Hodgson (1996) 
* *  Tank 241-AX-IO1 has been recently sampled using the RGS This value is placed in the 
Mahoney 97 column for clarity (data is unpublished, author unknown at this time) Refer to 
Barker ( I  998) for a detailed analysis of the authorization basis for this tank 
' Values are based on VFI data for the non-convective and convective layers plus the associated 
crust gas volume from Meyer (I 997) 
' Values reflect the modeling ot combined RGS and VFI data Data for241-SY-I01 and 241- 

Y-I03 dre from VFI only 
Valuesfor241-AN-104,241-AN-l05 and241-AW-I01 are basedonRGSdataforthenon- 

convective and convective layers plus the associated crust gas volume from Meyer (1997) 

ASSUMPTIONS 

Assumptions made during data collection and analysis included: 

1 )  Either of the BPE models can accurately determine the relationship between waste level 
and barometric pressure changes, thereby yielding a meaningful retained gas volume 
after subsequent analysis. This assumes that the applicable qualifying conditions for 
use of the BPE model were met. Meyer (1997) states that the BPE model should & be 
applied to tanks: 

in which the interstitial liquid level is well below the waste surface; 
with a very low waste level (volume); 
that have been saltwell pumped; 
with a forest of suspended hardware in the waste; 
when a precise waste level instrument is not available or readings are not 
taken with sufficient frequency; and 

* 
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* when the tank and instrument geometry is such that the response of the 
waste level measuring instrument does not reflect waste behavior (when 
located near the edge of a dry surface saltcake tank, the instrument might not 
register the behavior of the waste surface near the center of the tank). 

No attempt has been made to validate that these conditions are met 

2) When using the SLR model, observed waste surface level changes are due to the 
accumulation of retained gas in addition to waste evaporation, addition, leakage and 
subsidence. 

3 )  VFI and RGS data are generally of higher quality than BPE estimations of void fraction. 

4) 'The BPE I1 model methodology developed is valid for use (associated dl/dp applicable 
for input into the evaluating spreadsheet). 

5 )  Gas volumes derived from the SLR model are not suitable for direct comparisons 
(between Hodgson (1996) and the reevaluations found in the electronic spreadsheet 
summary file) by themselves because there is a high uncertainty associated with them 

CONCLUSIONS 

From the simple analysis of Table 1 one can see (with the exception oftank 241-AX-101) that 
there are no newly available data that imply that the gas volumes used for the technical basis in 
the BIO were significantly under estimated such that their facility group would change. 
Conversely, (based on the majority of the VFI and RGS measurements) it would appear that 
Hodgson ( 1  996) was conservative in its estimates of retained gas volume based on the SLR 
model. Any attempt to estimate the gas volume must include careful analysis of the tank specific 
conditions and should look at the results of multiple methods of estimating. 
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APPENDIX: Summary Data for Tanks Reevaluated Using the Methodology of Hopkins 

This appendix contains a table adapted from an electronic spreadsheet summary file maintained 
by Tank Waste Remediation System (TWRS) Process Engineering that tracks the inputs and 
results of each tank’s flammable gas evaluation using the methodology of Hopkins (1996). The 
table provides input data and reevaluation results for 32 of 35 tanks that are used for comparison 
to results as reported in Hodgson (1996). Specific data extracted from this table include the 
Compressed Volume of Trapped Gas (results from the SLR evaluation - column 93) and the 
Compressed Volume of Trapped Gas (results from the BPE evaluation - column 104). Other 
data columns shown are provided as a general reference for the reader. 
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